DMS CONFIGURATION FOR A Co 1-14th AQC (19 August 2002)
ITEMS TO BE CHECKED FOR EVERY FLIGHT 

*  Denotes Crew Station Independent Items To Be Announced

         DMS 

a. VERSION Page Verify-

Correct Software of SP’s, DP’s & WP’s


       SP Switch in AUTO

b. DMS UTIL Page- 

       ZULU/LOCAL Time & Date, Enter as Required

   * AUTOPAGE (CPG) –On unless briefed otherwise

c. FAULT Page-

Active Faults – Check

Historical Faults – Check

Exceedences - Check

A.  MISSION 

a. ASE-

               * AUTOPAGE – As desired

b. TSD-

                *  SCALE – As desired

                * CTR – Center or Decenter

AQC - as Desired

SHOW Page-

NAV PHASE - as Desired

ATK PHASE - as Desired

RTE/RTM Page- 

Select Appropriate Route
c. VIDEO Page-

UNDERLAY - Select as Desired

VIEW – W, N, or Z 

COLOR – WHITE or GREEN

SYM – NORM or BOOST

T6 VAB Select, if other than NO VIDEO

VCR Page-

RECORD Type Select

TAPE Length – 40 or 60 Minutes

VCR Mode - as Desired

T6 VAB Select - as Desired

d. WPN Page- 

MANRNG – Enter a Valid Range

TRAIN –As Desired

WPN UTIL Page-

Verify All Systems Powered ON

LAUNCHER ARM - Select

GROUND STOW- Deselect

LOAD Page-

GUN ROUNDS - Verify

RKT INV - as Required, UTIL (T6) Deselect

GUN Page-

               *   BURST LIMIT - Select as Desired

                    MODE - Select as Desired

                   RKT Page-

               *  INVENTORY - Select as Desired

               *  QTY - Select as Desired

                   MSL Page-

  TYPE RF-

  MSL PWR - as Desired

  LOBL INHIBIT - as Desired

  2ND TARGET INHIBIT - as Desired

                     MODE - as Desired

 TYPE SAL-

                    CODE - Select

 FREQ - Select & Verify Proper Laser Freq’s, FREQ Deselect

 SET LRFD/LST - Select Proper Code

 CHAN Select

 CHAN 1- Set to LRFD CODE

 CHAN 2 - Set to LST CODE

 CHAN 3 & 4 - Set as Desired, CHAN Deselect

 PRI & ALT - Verify Correct CODES Were Entered

 SAL SEL - Set as Desired

                     MODE - Set as Desired

                    TRAJ - Set as Desired

 LRFD - Set as Desired 

     B. AIRCRAFT 

a. ENG Page- 

      Verify Normal Indications
SYS Page- 

Verify Normal Indications 

GEN’s- Verify ON
ETF Page-  

ETF’s Verify with Hit Log

ENG ½ Select, LAST Select, Record Topping TGT’s

DESELECT ETF PAGE

      WCA Page-

      Check and Reset Often

  b. FLT Page-

      -W- Bias as Desired
  SET Page-

       Hi & Lo - Set as Desired

  *   Units - as desired

       ALT or PRES - Set per ATIS or Airfield Elevation

       RAD ALT - Verify ON

       G-RESET - as Desired
b. FUEL Page- Verify

TRANSFER - OFF

LEVEL - AUTO

                   CROSSFEED - NORM

BOOST - OFF

c. PERF WT Page-

AC BASIC WT & MOM - Verify with 365-4(add FCR weight and moment to basic weight)

OTHER WT’s - Change or Enter as Required

DESELECT WT PAGE!               

                PERF CUR MODE-

                   Verify with 5701-R (PPC Card)

                   FWD/AFT CG - Verify within Limits

                   PERF PLAN/MAX Page-

                   Enter Data as Desired

                   HIT Page-

                   BASELINE - Verify UPPER & LOWER Limits with Hit Log

            e.    A/C UTIL Page-

                   FMC TRIM - Verify ON

                   BLEED AIR - Verify OFF

                   ECS - Verify On

                   GND - Verify OFF

                   ANTI ICE Components – As Desired

   C.  COMMUNICATION 

a. COM UTIL Page-

UHF/FM1/FM2 Modes - PLAIN

UHF/FM1/FM2 CNV’s - Select 1-6

VHF/UHF, NB & TONE

CEOI DAY - 1-10 (only 2 periods loaded)

FM1 IFM –As Desired

UHF GUARD RECEIVER - ON

HQ/SINC 1/SINC 2 - Set as Required 

b. COM Page-

Verify Presets

NET Page- (For Each Longbow Net, Verify)

Subscribers, Team & Zone Members

MODEM Page- (For Each Longbow Net, Verify)

PROTOCOL - LONGBOW

AUTO ACK - ON

RETRIES – As Desired

BAUD RATE – As desired (16,000 preferred) 

EDIT Page- (For Each Longbow Net, Verify)

PRESETS & Correct IDM NET

ORIG ID

C/S

c. XPNDR Page-

MODE 3/A & C - Verify ON

                  XPNDR MASTER - STANDBY

                  ANTENNA - DIV

                  REPLY - OFF

                 CODE MODE 3/A - 1200             

d. HQ2 Page-

        Tone - OFF
                      NET - Verify or input

HQ MODE - FH, if steady tone is heard proceed with steps    

                     below                          

                    HQ MODE - SC

       CALENDER DAY - Enter ZULU Date    

                   SEG page- PREVIOUS or NEXT WOD, ensure ZULU Day  

                                      WOD is loaded                                               

       UPDATE - SELECT to Update Radios if Required

                   SEG Page - Deselect

      TOD - Select GPS TIME

      HQ MODE - Select FH, Verify No Steady Tone

e. SINC PAGE- (For Each FM Radio)

MAN &CUE FREQ’s - Enter

HOPSET & OFF SET - as Desired

CLOCK Set - GPS TIME or FM DATE/TIME

f. ADF Page- 

       On, Tune, Test

D.  BORESIGHT VALUES (CPG) - Verify
